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PRODUCT BULLETIN #506 

8,000 LBS. SLIPPER SPRING FOR 
DEX-TREME® D160 AXLES

November 25, 2024 

Dexter is proud to introduce a new 3” wide slipper spring rated at 8,000 lbs. for the Dex-treme® D160 axle. 

The spring is offered in addition to the existing Dexter HDSS and DexAir® suspension for the D160. To match the new 8,000 lbs. slipper 
spring, several hanger and attaching part kits (HAP) have had their capacity rating increased to 16,000 lbs. per axle.
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SPRING AND SPRING MOUNTING HARDWARE: 

PART NUMBER DESCRIPTION

012-046-00 TIE PLATE - 10,000 LBS. THRU 16,000 LBS.

006-113-00 NUT HEX LOCK , 3/4" - 10 UNC - ZINC

011-093-00 U-BOLT, 5.00" TUBE, 10.38" LONG

005-095-00 WASHER PLAIN 3/4" ID

072-192-01 SLIPPER SPRING 8,000 LBS.

AFFECTED HAP KITS:

HAP PART NUMBER DESCRIPTION PREVIOUS RATING NEW RATING

HAP-103-00 HANGER & AP KIT 10K-16K SINGLE 15,000 lbs. 16,000 lbs.

HAP-203-01 HANGER & AP KIT 10K-16K MULTI 38" SPACING 15,000 lbs. 16,000 lbs.

HAP-203-02 HANGER & AP KIT 10K-16K MULTI 42 1/4" SPACING 15,000 lbs. 16,000 lbs.

HAP-203-03 HANGER & AP KIT 10K-16K MULTI 48 1/2" SPACING 15,000 lbs. 16,000 lbs.

Please contact your Dexter account manager for additional information and further assistance.

Mark Nave
Product Manager
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